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FEATURES & BENEFITS

•	 Highly efficient and reliable with very low noise 
level and low air consumption.

•	 Built-in exhaust mufflers are standard.
•	 Built with precision corrosion resistant parts and 

quality seals.
•	 Heavy-duty distortion free pump tubes.
•	 Standard two year warranty.

An IMCI Company

Standard Duty Oil & Grease Pumps for Transfer & Distribution Systems

Adding a Bijur Delimon lubrication system 
increases equipment life by decreasing wear  
on vital components. Automatic lubrication 

systems safely and continuously supply 
 lubricant while your machine is running.

For more information about this product, please contact	
us at (+1) 800-631-0168 or sales@bijurdelimon.com
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PROVEN QUALITY, RELIABILITY AND ACCURACY.

Technical Data

Max. air pressure 140 psi (10 bar)

Min. air pressure 40 psi (3 bar)

Avg. air cons. @ 100psi (7 bar) 7 cu.ft./min.(200L/min.)

Max. capacity* 16.4 gal./min. (62L/Min.)

Max. head** 39.4 ft. (12m)

Max. outlet pressure(140 psi air) 140psi (10 bar)

Air inlet thread 1/4"NPT(F)

Pump outlet thread 3/4"NPT(F)

Fluid inlet thread 1"NPT(F)

Bung adapter thread 2" (M)

*Free delivery, SAE 20 oil at 70°F (20°C)- Air pressure: 100psi(7bar)	
**Air pressure: 140psi (10 bar), SAE 20 oil

Bare Pump Models

Part # Description

F331120 Stainless Steel Stub Pump

F214 Stub Pump

F216 16 Gallon Drum Pump

F218 55 Gallon Drum Pump

Bare Pump Models

Part # Description

F400 Stub Pump

F406 16 Gallon Drum Pump

F408 55 Gallon Drum Pump

Bare Pump Models

Part # Description

F300 35 lb. Pail Pump

F302 120 lb. Drum Pump

F304 400 lb. Drum Pump

Bare Pump Models

Part # Description

F331120 Stainless Steel Stub Pump

F200 Stub Pump

F206 16 Gallon Drum Pump

F208 55 Gallon Drum Pump

16 G.P.M.
2" Air motor piston - 4" Stroke

8 G.P.M.
2" Air motor piston - 4" Stroke

Technical Data

Max. air pressure 140 psi (10 bar)

Min. air pressure 40 psi (3 bar)

Avg. air cons. @ 100psi (7 bar) 5 cu.ft./min.(150L/min.)

Max. capacity* 8.5 gal./min. (32L/Min.)

Max. head** 98.4 ft. (30m)

Max. outlet pressure(140 psi air) 450psi (31 bar)

Air inlet thread 1/4"NPT(F)

Pump outlet thread 3/4"NPT(F)

Fluid inlet thread 1"NPT(F)

Bung adapter thread 2" (M)

*Free delivery, SAE 20 oil at 70°F (20°C)- Air pressure: 100psi(7bar)	
**Air pressure: 140psi (10 bar), SAE 20 oil

Technical Data

Max. air pressure 140 psi (10 bar)

Min. air pressure 40 psi (3 bar)

Avg. air consumption* 7 cu.ft./min.(200L/min.)

Max. capacity @ 85psi (6 bar)* 10 gal./min. (37L/Min.)

Max. head** 164 ft. (50m)

Max. pressure output(140 psi air) 700psi (50 bar)

Air inlet thread 3/8"NPT(F)

Pump outlet thread 1"NPT(F)

Fluid inlet thread 1"NPT(F)

Bung adapter thread 2" (M)

*Free delivery, SAE 20 oil at 70°F (20°C)- Air pressure: 85psi(6bar)	
**Air pressure: 140psi (10 bar), SAE 20 oil

10 G.P.M.
3.5" Air motor - 4" Stroke

40 cu. in./min.
3" Air motor - 1.5" Stroke

Technical Data

Max. air pressure 140 psi (10 bar)

Min. air pressure 40 psi (3 bar)

Avg. air consumption 5 cu.ft./min.(150L/min.)

Max. delivery* 40 cu.in./min. (650cc/Min.)

Max. pressure output(140psi air) 7,700 psi (530 bar)

Air motor diameter 3" (70 mm)

Piston stroke 1.5" (35 mm)

Suction strain dia.(pump foot) 1.6" (38 mm)

Air inlet thread 1/4"NPT(F)

Pump outlet thread 1/4"NPT(F) (+1/2"-27M conn)

Bung adapter thread 2" (M)

*Free delivery, NLGI #2 at 70°F (20°C)- Air pressure: 100psi(7bar)


